N49RF ERROR SUMMARY

20220927N2

Flight ID: 20220927N2
Sensor or System Number or Name
Static Pressure Probe PSM.2
Dynamic Pressure Probe PQM. 2
Total Temperature Probe TTM. 1
Dewpoint Temp. Probe TDM. 1
Vertical Accelerometer AcczI.1
Altimeter AltGPS.3
INE Selection 1
Differential Attack Pressure Probe PDALPHA.1
Differential Sideslip Pressure Probe PDBETA.1
Dynamic Attack Pressure Probe PQALPHA.1
Dynamic Sideslip Pressure Probe POBETA.1
Flight Directory acdata/2022/MET/20220927N2

Local Met Data Takeoff KLAL (172827) Landing KEFD (00002)
Dynamic Corrections Yes
AttackAngleIntercept 4.95911
AttackAngleSlope 5.43613
SlipAnglelIntercept 1.06667
SlipAngleSlope 6.97813
AttackAnglelIntercept?2 5.05753
AttackAngleSlope?2 5.52397
SlipAnglelIntercept2 0.931
SlipAngleSlope?2 6.57562

Notes:
There were no edits made in the measured parameters used to calculate
meteorological and navigational parameters.

Takeoff/Landing data: Data during landing and takeoff are potentially
suspect. It is recommended that ground data not be used for scientific
analysis.

Frequent, short lived gaps in many of the data fields.

TTM.3 has noisy and unrepresentative data during and immediately
following ascent, as well as during decent.

DPJ WSZ has frequent, larger gaps of data throughout flight.

TDM.1 and TDM.2 are unrepresentative. Consider all flight level humidity
to be suspect.



Expendable Type # deployed # good # transmitted
Dropsondes 4
Test sondes 0
AXBTs 0
AXCPs 0
AXCTDs 0
UAS 0

Flight Director: Morgan/de Solo
Phone #: 8635003982
ACAT-4 Version = 7.4









AOC GPS Dropwindsonde LOg  (updated mar 2019
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ASPEN Operator will ensure this form is delivered to the AOC Flight Director to be archived Obs Obs # of sondes # of bad
COMMENTS: Xmitted Missed launched sondes



AOC GPS Dropwindsonde LOg  (updated mar 2019)

Flight ID: ASPEN Operator/Flight Director(s): O Y W Ny S )
Mission ID: Storm Name/Track: PG l ofl
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ASPEN Operator will ensure this form is delivered to the AOC Flight Director to be archived Obs Obs # of sondes # of bad
COMMENTS: Xmitted Missed launched sondes
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AVAPS Drop Log
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AVAPS Drop Log
rev: 2019-07-31
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Drop Station Operator Notes <3///,, \1

Charge $$ To Options (DO NOT USE FUNDING CODES):
AOC, NWS, HRD, NESDIS, IR/SST, AR, STAN (Stanford), SAT (JPSS/NESDIS/HRD)

AVAPS Pre-Flight Check:

If time-permits, verify cabin pressure sensor w/ lab standard
Start AVAPS., then start Soundings and set the Project Name and Full Flight ID (example: 20120823N2).

Verify the Frequency band allocation as required:

Band A: 53@ WRS - Band B: N42RF - Band C: N43RF - Band D: N49RF - Band E: Unallocated

Select the GPS Reference tab from the Soundings Displays page and verify good GPS data

Perform a prelaunch check on each channel, look for reasonable data and no CRC error status lights.

Verify data is available on Remote AVAPS, then terminate the sonde.

Verify the AVAPS Data mission folder has been created

Verify AVAPS PC Time is correct — if time is off by >4sec, no data will display

Early launch detects are caused usually by remanufactured sondes with the chute riser line not properly coiled below the PCB ear.
This may also cause fast falls. If this is suspected, repack the riser line as time permits

Perform RH Regeneration on all sondes — Multiple RD41 sondes may be processed at once

AVAPS Launch:

Select a sonde frequency in the Green band and away from other sondes

Enter sonde pressure error offset if 0.4mB or greater using cabin pressure sensor — warning, this can not be used during a climb

If the Cal lab pressure standard and the cabin pressure standard match, apply pressure offset +/- 0.1 mB

Wait until GPS available (green) on the pre-launch screen before continuing.

Select "begin data collection” and verify good data with winds prior to putting sonde in launch tube

On N42 & N43, remove about % of the ribbon. Do not shorten the ribbon on N49. Loosen ribbon and extend end of ribbon to near,
but not over, the sensor end of the sonde. Place excess orange tape on end of ribbon to form a pocket.

Place the sonde in the launch tube, sensor arm up, with the power pin socket facing right

Verify the sonde is actively tracking GPS data prior to launch and no early launch detect

AVAPS Drop Log
rev: 2019-07-31




LatGPs.1 (deq)
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meann s1Oma mix max
LatGPS.1 {(deq). 1 s/sec 26.23 2.17 21.58 29.61
LonGPS.1 {(deq), 1 s/sec -88.20 5.35 -96.00 -79.00
LatI.l {deqg), 1 s/sec 26.23 2.17 21.58 29.60
LonI.1 {deqg), 1 s/sec -88.20 5.35 -96.00 -79.00





