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SEA-BIRD ELECTRONICS, INC.

1808 136th Place N.E., Bellevue, Washington, 98005 USA
Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 1347
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CIENTS

-3.70800683e+000
4.87607906e-001
-7.22546823e-005
3.45923137e-005

CPcor = -9.5700e-008
CTcor = 3.2500e-008

BATH TEMP
(ITS-90)
0.0000
-1.0004
0.9996

14,9596
18.4996
28.89%¢
32.4996

(nominal)
{nominal)

SBE4 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Seimens/meter

ABCDM COEFFICIENTS

a = 2.3123148%e-005

b = 4.87417374e-001

c = -3.70760072e+000

d = -B8.58067568e-005

m= 4.1

CPcor = -9.5700e-008 (nominal)
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(PSU))

0.
34,
34.
34,
34.
34,
34.

0c0o
BS990
8995
S006
8989
8991
8850

{Siemens/im)

0.

LA T B S O S I N

00000

.81058
.98236
.28082
.62822
.71431
.08811

{kHz) (Siemens/m) (Siemens/m)
2.75744 -0.000060 -0.00000
8.06366 2.81060 C.00002
8.27760 2.98236 -0.00000
9.74156 4,28076 -0.00006
10.09668 4.62826 0.00004
11.13203 5.71435 0.00004
11.46608 6.08808 -0.00003

Conductivity = (g + b + if +jf4) /10(1 + 8t + £p) Siemens/meter
Conductivity = (af "4 b+ ¢ +dt) /[10 (1 +ep) Siemens/meter
t= temperature{°C)]; p = pressure[decibars]; § = CTcor; £ = CPcor;

Residual = (instrument conductivity - bath conductivity) using g, h, i, j coefficients
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