Residual, (S/m)

SEA-BIRD ELECTRONICS, INC.
1808 136th Place N.E., Bellevue, Washington, 98005 USA

SENSOR SERIAL NUMBER: 1335
CALIBRATION DATE: 18-Aug-05

Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SBE4 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Seimens/meter

GHIJ COEFFICIENTS ABCDM COEFFICIENTS
g = -4.25407816e+000 a = 3.82586059e-005
h = 5.37530137e-001 b = 5.37509290e-001
i = 1.77197750e-005 c = =4.25381224e+000
3 = 2.86072397e~-005 d = -8.05874123e-005
CPcor = -9.,5700e-008 (nominal) m= 3.9
CTcor = 3.2500e-006 (nominal) CPcor = -9.5700e-008 (nominal)
BATH TEMP BATH SAL BATH COND INST FREO INST COND RESIDUAL
(ITS-90) (PSU) (Siemens/m) (kHz) (Siemens/m) (Siemens/m)
0.0000 0.0000 0.00000 2.81248 0.00000 0.00000
~-0.9703 34.9163 2.81440 7.75014 2.81440 0.00000
1.0929 34.9165 2.99178 7.95879 2.99180 0.00001
15.0000 34.9182 4.28279 9.33603 4,28275 -0.00004
18.5000 34.9179 4.63039 9.67293 4.63040 0.00001
29.0000 34.9160 5.71681 10.65610 5.71687 0.00007
32.5000 34.9081 6.09018 10.97312 6.09014 -0.00005

Conductivity = (g + he + it + jf4) /10(1 + 8t + ep) Siemens/meter
Conductivity = (af ™ + bf” + ¢ + dt) / [10 (1 +ep) Siemens/meter

t = temperature[°C)]; p = pressure[decibars]; § = CTcor; € = CPcor;

Residual = (instrument conductivity - bath conductivity) using g, h, i, j coefficients

0.002

0.001

0.000

-0.001

-0.002

|

-

I

2

3

4

N I T I A |

5

Conductivity (Siemens/m)

Date, Slope Correction

[ @] 18-Aug-05 1.0000000

CALIBRATION
AFTER
MODIFICATIONS




